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Cole-Parmer®  
UV-Visible Spectroscopy 
Range
Versatile and flexible instruments supported 
with an extensive range of accessories



Cole-Parmer® UV-Visible Spectroscopy Range

UV-Visible spectroscopy is the measurement of the
absorbance of light at a specific wavelength by a sample
within the UV or visible region of the spectrum. Spectroscopy is 
one of the most established analytical techniques used to identify 
the presence and concentration of many molecular entities.

As spectrophotometers are used in many applications and across 
multiple industries. Cole-Parmer® can provide an instrument 
perfect for your application and budget.

From our entry level SP-200 series through to our high 
specification SP-800 double beam instrument. 

All spectrophotometers models are:

• Robust

• ��Reliable

• ��Highly competitive

• ��Excellent value for money

UV-Visible Spectroscopy Range

SP-500 Series Spectrophotometer
with USB Ports



Cole-Parmer® UV-Visible Spectroscopy Range

SP-200 Series
Cole-Parmer entry level model, perfect for basic Abs and  
%T measurements

• Robust and easy to use with intuitive operation
• Wide range of sampling accessories
• Domed lid of SP-250-VIS accepts tubes up to 105mm
• SP-200-UV utilises a high quality pulsed Xenon lamp
• 3 year warranty

SP-300 Series
Cole-Parmer mid range models, offering greater functionality 
for the user, 4 instrument options

• Capability for kinetics, scanning and quantitation
• Free bi-directional PC software
• Extensive range of accessories
• Results and method saving to USB memory stick
• 3 year warranty including Xenon lamp
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Cole-Parmer® UV-Visible Spectroscopy Range

SP-400 Series
Cole-Parmer entry level model utilising scanning diode  
array technology

• Colour touchscreen navigation
• Small footprint and lightweight
• English, French and German language options
• Multiple USB ports for data storage and printer connectivity
• 3 year warranty (including Xenon lamp)

SP-500 Series
Cole-Parmer highest specification and functional model, with intuitive  
7” HD Android touchscreen

• Complimentary and unlimited storage
• Compatible with a large range of interchangeable accessories
	 - Available as microvolume spectrophotometer with pre-programmed  
		  methods for DNA, RNA and Protein analysis
	 - High level of functionality, Photometrics, full spectrum scan,  
		  quantitation, concentration, multi-wavelength and kinetics
• Protocols and data are only one touch away
• 3 year warranty
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Cole-Parmer® UV-Visible Spectroscopy Range

SP-600 Series
Cole-Parmer split beam model, offering high levels of 
accuracy and stability, perfect for R&D and QC applications

• Intuitive 7” HD Android Touchscreen
• �Compatible with a large range of interchangeable 

accessories
• �High level of functionality, Photometrics, full spectrum scan, 

quantitation, concentration, multi-wavelength and kinetics
• 3 year warranty

SP-800 Series
Cole-Parmer double beam model, offering high levels of 
accuracy and stability, perfect for R&D and QC applications

• �Prism PC software included as standard
• �Variable spectral bandwidth 0.5, 1, 2, 4 and 5nm
• �Integrated user interface for local control
• Wide range of accessories available
• �USB for data storage
• 3 year warranty
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SP-200-VIS  (630501) SP-250-VIS  (632501) SP-400-VIS  (720001) SP-300-VIS  (730001) SP-350-VIS  (736501) SP-500-VIS (741001)

Beam Single Beam Single Beam Single Beam Single Beam Single Beam Single Beam

Wavelength

Range (nm) 320 to 1000 320 to 1000 320 to 1000 320 to 1000 320 to 1000 320nm to 1000nm

Bandwidth (nm) 8nm 8nm 7nm 5nm 5nm 5nm

Photometrics ✓ ✓ ✓ ✓ ✓ ✓

Concentration ✓ ✓ ✓ ✓ ✓ ✓

Spectrum Scan - - ✓ - ✓ ✓

Kinetics - - ✓ - ✓ ✓

Quantitation - - ✓ - ✓ ✓

Multi-Wavelength - - - - ✓ ✓

Optical Density - - ✓ - - -

Data

Post-scan Analysis - - ✓ - ✓ ✓

File output - - CSV - CSV Ethernet connection (RJ45)

Removable Media - - USB - USB USB Type A x 2, USB Type B x 1

PC Software ✓ ✓ - ✓ ✓ ✓

Output Analogue RS232 Analogue RS232 USB Analogue RS232 Analogue RS232, USB
USB Type A x 2, USB Type B x 1, 

Ethernet connection (RJ45)

Cole-Parmer® Visible Spectrophotometers
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SP-200-UV  (635001) SP-400-UV  (720501) SP-300-UV  (730501) SP-350-UV  (731501) SP-500-UV  (741501) SP-600-UV  (761501) SP-800-UV  (6850/230V)

Beam Single Beam Single Beam Single Beam Single Beam Single Beam Split Beam Double Beam

Wavelength

Range (nm) 198 to 1000 198 to 800 198 to 1000 198 to 1000 198nm to 1000nm 198nm to 1000nm 190nm to 1000nm

Bandwidth (nm) 8nm 5nm 5nm 5nm 5nm 1.5nm 0.5,1,2,4,5nm

Photometrics ✓ ✓ ✓ ✓ ✓ ✓ ✓

Concentration ✓ ✓ ✓ ✓ ✓ ✓ ✓

Spectrum Scan - ✓ - ✓ ✓ ✓ ✓

Kinetics - ✓ - ✓ ✓ ✓ ✓

Quantitation - ✓ - ✓ ✓ ✓ ✓

Multi-Wavelength - - - - ✓ ✓ ✓

Optical Density - ✓ -- - - - -

Data

Post-scan Analysis - ✓ -- ✓ ✓ ✓ ✓

File output - CSV - CSV Ethernet connection (RJ45) Ethernet connection (RJ45) USB & Parralel

Removable Media - USB - USB USB Type A x 2, USB  
Type B x 1

USB Type A x 2, USB  
Type B x 1

USB Type A x 2, USB  
Type B x 1

PC Software ✓ - ✓ ✓ ✓ ✓ ✓

Output Analogue RS232 USB Analogue RS232 Analogue RS232.USB
USB Type A x 2, USB  
Type B x 1, Ethernet 
connection (RJ45)

USB Type A x 2, USB  
Type B x 1, Ethernet 
connection (RJ45)

USB Type A x 2, USB  
Type B x 1, Ethernet 
connection (RJ45)

Cole-Parmer® UV-Visible Spectrophotometers
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Cole-Parmer® Life Science UV-Vis Spectrophotometers

SP-350-BIO  (736501) SP-350-NANO  (737501) SP-400-BIO  (720601) SP-500-NANO  (747501)

Beam Single Beam Single Beam Single Beam Single Beam

Wavelength

Range (nm) 198 to 1000 198 to 1000 198 to 800 190nm to 1000nm

Bandwidth (nm) 5nm 5nm 5nm 0.5,1,2,4,5nm

Photometrics ✓ ✓ ✓ ✓

Concentration ✓ ✓ ✓ ✓

Spectrum Scan - ✓ ✓ ✓

Kinetics - ✓ ✓ ✓

Quantitation - ✓ ✓ ✓

Multi-Wavelength - - - ✓

Optical Density -- - ✓ -

Measurement type

Cuvette/Drop Cuvette 0.5-2µL Cuvette 0.5-2µL

Data

Post-scan Analysis -- ✓ ✓ ✓

File output - CSV CSV USB & Parralel

Removable Media - USB USB USB Type A x 2, USB  
Type B x 1

PC Software ✓ ✓ - ✓

Output Analogue RS232 Analogue RS232.USB USB
USB Type A x 2, USB  

Type B x 1, Ethernet connection (RJ45)

Contact Us :

	UK	 T:	 +44 (0) 1480 272279 
		 E:	 uk.sales@antylia.com
		 W:	 coleparmer.co.uk

	Germany	 T:	 +49 (0) 9377 92030
		 E:	 de.sales@antylia.com
		 W:	 coleparmer.de
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